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Ultrasound Thermal Paper Data Sheet
Panda Paper Roll’s ultrasound thermal paper 110S,
110HD and 110HG are compatible with SONY UP-
899 series/898 series/897 series printers and offer
excellent black and white high glossy printing for
everyday clinical use.

Product Name Ultrasound thermal paper

Material Synthetic thermal paper

Basis Weight 65 ± 5 gsm

Thickness 80 ± 5 µm

Paper Color White

Print Color Black

Brand Name NONE or OEM

Panda Paper Roll’s ultrasound thermal paper is designed to print high-resolution, reliable images that meet the
demands of medical diagnostics. It is compatible with SONY, Mitsubishi, Samsung and other ultrasound printers and
delivers crisp, clear prints for accurate interpretation.

Code Grade Type Size Weight (Per Roll) MOQ Price (EXW)

110S Standard Type I 110mm x 20m 140g 500 rolls Contact sales

110HD High Density Type II 110mm x 20m 150g 500 rolls Contact sales

110HG High Glossy Type V 110mm x 18m 130g 500 rolls Contact sales

Unit of sale Roll

Packing 10 Rolls/Box, 10 Boxes/Carton

Code Rolls per Box Boxes per Carton Carton Dimensions G.W per Carton

110S 10 10 56 x 29 x 27cm 16.5 kg

110HD 10 10 56 x 29 x 27cm 17.0 kg

110HG 10 10 55 x 28 x 26cm 15.6 kg

Website www.pandapaperroll.com

Email: support@pandapaperroll.com

Country of Origin: CHINA

Disclaimer: All specifications are subject to change without prior notice. Panda Paper Roll is not liable for any direct or indirect damages arising from the use of our products.
Please verify product details before ordering. Colors may vary slightly due to lighting or monitor settings.
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